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W302 Series 
     
  
 

 

Caparo Dynamics, P.O. Box 36,   Corngreaves Road,   Cradley Heath,   West Midlands,  B64 7DQ,   United Kingdom 
Telephone: +44 (0)1384 563220 Fax: +44 (0)1384 563225  sales@caparo-dynamics.com   www.caparo-dynamics.com 
Due to a policy of continuous development and improvement, product specifications can alter without notice. 

APPLICATIONS 
 
Primarily developed for heavy-duty applications. It is capable of 
withstanding compression loads as high as ten times the static load and 
is used for isolating marine fans, mobile engines, generators and 
general machine shop plant, such as lathes, milling machines, saws etc. 
There is no alteration in characteristics between -70° C and +175° C. 
 

DESCRIPTION 
 
The housing is a machined casting, the centre and cup washer are zinc 
plated and gold passivated mild steel. The load carrying resilient 
elements are formed knitted stainless steel cushions. 
 
*A locking facility is provided for the removal of rusted fixing bolts and 
ease of assembly. 
 
The drilled base flange allows for floor fixing. 

 
DYNAMIC CHARACTERISTICS 

 
Natural Frequency  = 14 to 22 Hz 
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Part                      
Number 

Static Load             
kg 

W302-1 35 - 180 

W302-2 140 - 360 

W302-3 275 - 725 

 

Ordering example: 
 
W302-1C load range 35-180 kg 
  Fixing type ‘C’ i.e. M16 


