MASON INDUSTRIES, Inc.
Manufacturers of Vibration Control Prodycts
= 350 Rabro Drive 708 N. Valley St. Suite K WBRB 2 4560 MOUNT
Hauppauge, NY 11788 Anaheim, CA 92801
516/348-0282 714/535-2727
FAX 516/348-0279 FAX 714/535-5738
DATE 4/24/96 DWG. NO. A-24560

7/16” CAP SCREW
WITH STANDARD WASHER
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COMPRESSION TENSION SHEAR
TYPE & SIZE DURO RATED |RATED| RATED |RATED RATED |RATED
(COLOR MARK) ‘ICAPACITY| DEFL.|CAPACITY| DEFL.| CAPACITY| DEFL.
(LBS.) | ONY|T(LBs.) | (IN.Y| T(LBS.) | (IN.)
WBRB—RED 50 450 0.2 500 0.18 100 0:15
WBRB—WHITE 60 740 0.2 750 0.18 170 0.15
WBRB-YELLOW 70 1040 0.2 1050 0.18 240 Q.15
BRIDGE BEARING NEOPRENE SPECIFICATIONS
ORIGINAL PHYSICAL
TESTED FOR AGING COMPRESSION SET
PROPERTIES OVEN AGING 0ZONE
TENSILE  ELONG. TENSILE  ELONG. |1 IN AIR 22 HRS.
DURO. STRENGTH AT BREAK |"{Roncy > ST(RENG H AT BREAK | BY VOL. 20% 150" F
min.) (min. max. (max.) STRAIN 100° F METHOD B
40 +5 2000 psi. 450% +15% £15% - 40% NO CRACKS 30% (max.)
50 +5 2500 psi. 400% +15% +15% - 40% NO CRACKS 25% §mox.§
60 £5 2500 psi. 350% +15% +15% - 40% NO CRACKS 25% (max.
DWN CHKD DATE SCALE
FJS 3/25/96 FULL

17140 3/93



