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JOB NAME
CUSTOMER
CUSTOMER P.O.
MASON M. 
DWG No.

 QTY SIZE TAG  QTY SIZE TAG

Certification Form S-531  7/2013

SS BRAIDED HOSE 
with CARBON STEEL 
FIXED & FLOATING 
FLANGES

CSAFFL

    Flange 
  Pipe Size  Thickness T
 (in) (mm) (in) (mm)
 11/2 thru 4 40 thru 100  5/8 16 

PLATE FLANGE THICKNESS

CSAFFL DIMENSIONS AND PRESSURE RATINGS (American Units) CSAFFL DIMENSIONS AND PRESSURE RATINGS (Metric Units)
 Pipe Size  Maximum Corru- Rated Min 
 & Face Live Permanent gations Pressure Burst 
 to Face Length Lateral per @70°F Pressure Safety 
 (in) (in)  Offset(in) foot (psi) (psi) Factor
 11/2 X 12   97/8   7/8 63 175 2284 13 
 11/2 X 18 157/8 2 63 175 2284 13 
 11/2 X 24 217/8 23/4 63 175 2284 13
 2 X 12   91/8   3/4 58 175 2120 12 
 2 X 18 151/8 13/4 58 175 2120 12 
 2 X 24 211/8 21/2 58 175 2120 12
 21/2 X 12   91/8   5/8 48 175 1724 10 
 21/2 X 18 151/8 11/2 48 175 1724 10 
 21/2 X 24 211/8 21/4 48 175 1724 10
 3 X 12   91/8   1/2 46 175 1564 9 
 3 X 18 151/8 11/4 46 175 1564 9 
 3 X 24 211/8 2 46 175 1564 9 
 3 X 36 331/8 4 46 175 1564 9
 4 X 12   91/8   3/8 32 175 1160 7 
 4 X 18 151/8   3/4 32 175 1160 7 
 4 X 24 211/8 13/4 32 175 1160 7 
 4 X 36 331/8 31/2 32 175 1160 7

 Pipe Size  Maximum Corru- Rated Min 
 & Face Live Permanent gations Pressure Burst 
 to Face Length Lateral per @21°C Pressure Safety 
 (mm) (mm)  Offset(mm) meter (kg/cm2) (kg/cm2) Factor
 40 X 300 251 22 207 12 160 13 
 40 X 450 403 50 207 12 160 13 
 40 X 600 556 70 207 12 160 13
 50 X 300 232 19 190 12 149 12 
 50 X 450 384 44 190 12 149 12 
 50 X 600 537 64 190 12 149 12
 65 X 300 232 16 157 12 121 10 
 65 X 450 384 38 157 12 121 10 
 65 X 600 537 57 157 12 121 10
 80 X 300 232 13 151 12 109 9 
 80 X 450 384 32 151 12 109 9 
 80 X 600 537 50 151 12 109 9 
 80 X 900 841 100 151 12 109 9
 100 X 300 232 10 105 12 81 7 
 100 X 450 384 19 105 12 81 7 
 100 X 600 537 44 105 12 81 7 
 100 X 900 841 89 105 12 81 7

These assemblies have been 
“CSA International” approved 
for use on gas pipelines. “CSA 
International” is the current 
certif ication agency for gas 
industry products, assuming the 
authority formerly associated with 

the American Gas Association (AGA).
Our Certification Report is #230720-1764990. 
This Certification meets all requirements of 
ANSI/UL #536 2003 Standards for Flexible 
Metal Hose.

®

US

CARBON STEEL 
RAISED FACE FIXED 
FLANGE
150 lb ASA Drilling
or as checked below

304 STAINLESS STEEL 
HOSE AND BRAID

FACE 
TO FACE

T

304 STAINLESS 
STEEL BRAID 
BANDS

LIVE
LENGTH

 DWN CHKD  DATE DWG No. 

Face to Face Tolerance: minus 1% plus 3%. Lateral Offset one side of centerline and normal machinery vibration. 
If intermittent in both directions, reduce by 50%.

OPTIONAL FITTINGS MATERIAL 
as checked below
 c Stainless Steel

c DIN 10 
c DIN 16 
c DIN 25 
c ASA-300

CARBON
STEEL
FLOATING 
FLANGE
150 lb ASA 
Drilling or as 
checked below
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